
0 [in]

0 [ft]

0 [ft]

ST106-VA2 0 [mL/min]

0 [in] 600 [mL]

0 [ft] Calculated Sample Rate 18000 [sec]

0 [ft] Sample rate 60 [sec]

0 [in] 0 [in]

0 [ft]

Time Temp [C] pH [pH] Cond [µS/cm @25C] RDO [mg/L] ORP [mV]

+/-1 +/-10 +/-3 +/-10

+/-3 %

0:00:00 0.00 0.00 0.00 0.00 0.00

0:00:00 0.00 0.00 0.00 0.00 0.00

0:00:00 0.00 0.00 0.00 0.00 0.00

0:00:00 0.00 0.00 0.00 0.00 0.00

11:50:33 21.82 7.88 356.91 5.37 187.38

0:00:00 0.00 0.00 0.00 0.00 0.00

0:00:00 0.00 0.00 0.00 0.00 0.00

11:50:33 21.82 7.88 356.91 5.37 187.38

Notes:

Stabilized drawdown

Flowcell volumeWell diameter

Well total depth

Depth to top of screen

Screen length

Depth to Water

Last 5 Readings

Variance in last 3 readings

Well Information:

Company Name

Project Name

Site Name Tubing Length

KAFB-BFF

ST106-VA2

Tubing Diameter

Tubing Type

ISI Low-Flow Log

Troll 9000  Low-Flow System

Pump Information:

1/9/2013

Pump placement from TOC

Project Information:

Operator Name

Low-Flow Sampling Stabilization Summary

Stabilization Settings

TN

SHAW

Pump Model/Type

Well ID

Pumping information:

Final pumping rate


